
CM-1

Glass fixture featuring Alabaster
style glass with Brushed Brass or
Nickle trim.

SPECIFICATIONS

Max Watt: 78W
Body: White
Finish: See Options
Diffuser: Alabaster Style Glass
Lamps: Q Quad Tube - 4 Pin, T
Triple Tube - 4 Pin, TT Twin
Tube - 2 Pin
Ballast: Electronic 4 Pin Lamp -
Magnetic 2 Pin Lamp

Fixture
Type

Model No Job Reference
/Location

Lamp Type/Lamp

Model Lamps Watts/Lamp Ballast Options
CM-1-12 1 13 W TT N-NPF BBR-Brushed

Brass
CM-1-16 2 13Q F-HPF BN-Brushed Nickel
CM-1-20 3 18Q E-Electronic

26Q ED-Dimming
18T V2-277V
26T V3-347V
32T
42T
55T

Model Diam Max Watt Depth/Proj.   

Ballasts:
120V, fixtures
supplied withNPF
magnetic,
HPF magnetic,
HPF
high frequency
electronic ballasts.
Mechanical:
Fixtures mount
directly to an outlet
box.
Approval:
CSA NRTL/C

CM-1-12 12" 26W 4"

CM-1-16 16" 52W 4.5"

CM-1-20 20" 78W 5.5"
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